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Description Managed switch, 16 twisted pair ports Managed Switch, 14 twisted pair ports Modular Managed Switch (MMS), head Extension module with
10/100Base-T(X), integrated web 10/100Base-T(X), two 100Base-FX station with four integrated slots 4 slots (8 ports)
server, SNMP, PROFINET and multimode glass fiber interfaces, (8 ports), 10/100 Mbps, integrated
Ethernet/IP support, IGMP snooping, integrated web server, SNMP, web server, SNMP, diagnostics display,
multicast, PROFINET and Ethernet/IP support, extendable with maximum 2 FL MXT
redundant networks, VLAN IGMP snooping, multicast, (maximum 24 ports),

redundant networks, VLAN PROFINET and Ethernet/IP support,
IGMP snooping, multicast,
redundant networks, VLAN

Configuration memory, 2 ports 2 ports twisted pair 10/100Base-T(X), 2 ports 100Base-FX multimode glass 2 ports 100Base-FX singlemode 2 ports HCS fiber, 2 x F-SMA

twisted pair 10/100Base-T(X), 2 x RJ45 connection from below fiber, 2 x SC connection from below  glass fiber, 2 x SC connection from  connection from below (Down) and
2 RJ45 connections from below, (Down) or from the front (Front), (Down) or from the front (Front), below (Down), from the front (Front),
use of VARIOSUB RJ45 possible use of VARIOSUB RJ45 possible max. 10000 m range, 1300 nm max. 36000 m range, range 100 m with HCS fiber,
wavelength 1300 nm wavelength 660 nm wavelength

2 ports polymer fiber, 1 port twisted pair and polymer fiber 1 port twisted pair and HCS fiber 2 ports POF/HCS fiber, connection
2 x F-SMA connection from below each, 1 x RJ45 and 1 x F-SMA each, 1 x RJ45 and 1 x F-SMA from below (Down),

(Down), connection from below (Down), connection from below (Down), diagnostics-capable,
range 50 m with polymer fiber, range 50 m with polymer fiber, range 100 m with HCS fiber, range 50 m with polymer fiber,
660 nm wavelength 660 nm wavelength 660 nm wavelength 100 m with HCS fiber, 6
50 nm wavelength
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