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Think Automation and beyond...

IDEC 922mm Flush Mount CW Series

Switches & Pilot Devices



Safety, Style and Flexibility

Safety

Third-generation
Safety Construction

Two-action removal of contact blocks

@Tun Guard

IDEC’s original two-action push-turn locking lever provides a
higher level of safety by preventing unexpected release of the
locking lever. In addition, the position of the locking lever can be
used to verify if the contact bock was installed securely by chec-
ing from the back of the panel.

Locking lever integrated with guard

Prevents locking lever from unexpected release or damage by
trapped wires.

IP20 Finger-safe Terminals

Finger-safe, IP20 terminals prevent electrical shock.

llluminated Pushbuttons - Page 6 Non-illuminated Pushbuttons - Page 8 Pilot Lights - Page 9
e Round flush and extended * Round flush and extended ® Round flush and extended
¢ e |[|[umination colors: amber, blue, o Button colors: black, blue, green, * |llumination colors: amber, blue,
Bezel green, white, red, yellow red, yellow, white green, white, red, yellow

Black or metallic



The IDEC commitment to assuring safety in all operating environments has resulted in stylish, compact and space-saving switches
and pilot devices. The innovative two-step locking lever integrated with a guard provides a higher level of safety, and the low
projection from the panel surface reduces the possibility of unexpected activation or operator damage. The CW series adds a sleek
and stylish image to the panel with black or metallic bezels. The shortest depth behind the panel in its class contributes to reducing

machine size.

Design & Style

Sleek and stylish switches with a 2.5mm-thick bezel

The CW series give a sleek, stylish image to your machine or
control panel. Because of the slim profile, the surface is safer as
there Is less chance of unexpected operation or accident by hitting
the switch. The design also means that the switch is cleaner as it
has less dust build-up.

Only 39.9mm depth behind the panel

Space-saving design

Short depth behind the panel allows for smaller machines and
panels. Up to 3 contact blocks (non-illuminated models) or 2 contact

blocks (illuminated models) can be installed. Use with IDEC FB
series or other control boxes.

300V AC, 10A contact rating

y No transformer needed—the same depth behind the
panel—for any illumination voltage

Depth behind the panel comparison

The depth behind the panel of the CW series is shorter than
conventional switches, reducing the amount of space needed in the
control panel.
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Selector Switches - Page 10 Selector Switches - Page 10

o Knob Operator 2- and 3-position

m/switches

Key Selector Switches - Page 13

® |ever Operator 2- and 3-position
o |ever operator with an easy grip

o 7 different wave-keys available
e Hard to duplicate, wave-key ensures
a high level of safety

Actual size

25 mm

Bezel Thickness

Shortestin its
class

39.9 mm

Depth behind the panel

Devices

Using CW series

o 50% shorter depth
o 59% less weight

/ Control Panel

o . ;
@ | Using canventional

e |5 switches
o

Less space
required behind
the panel
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g22mm Flush Mount CW Switches & Pilot Devices

Flush bezel projects only 2.5mm from front of panel and

only 39.9mm behind the panel!

©¢22.3mm mounting hole compliant with IEC 60947-5-1

©3.5-mm operator travel for pushbuttons ensures comfortable and reliable

operation

 Black and metallic bezels available

e |lluminated pushbuttons, pushbuttons, pilot lights, selector switches and key

selector switches are available

e Direct opening NC contact

 Seven different keys can be chosen for key selector switches

*10A contact rating; up to three contact blocks for non-illuminated and two

contact blocks for illuminated models can be connected

 Contact blocks can be removed by using the locking lever

P20 finger-safe screw terminals
* |P65 degree of protection (IEC 60529) from panel front

Applicable Standards

File No. or Organization

UL508
CSA C22.2 No.14

ENG0947-5-1

Contact Ratings

TOv SUD

o
7

C€E

Rated Insulation Voltage (Ui)
Rated Thermal Current (Ith)
Rated Operating Voltage (Ue)

Resistive Load
AC (AC-12)
Electrical  90/60Hz  Inductive Load
Life [AC-15)
50,000 Resistive Load
operations (DC-12)
Rated Inductive Load
Operating (DC-13)
Current Resistive Load
(le) AC (AC-12)
Electrical  99/60Hz  Inductive Load
Life (AC-15)
100,000 Resistive Load
operations (DC-12)
Inductive Load
(DC-13)
Contact Material

@us UL/c-UL File No. E68961

EC Low Voltage Directive

1. Minimum applicable load (reference value): 3V AC/DC, 5 mA (ApplicaBIe range is subject to

the operating conditions and load.)

2. The operational current represents the classification by making and breaking currents (IEC

60947-5-1).
3. UL, c-UL rating: A300

Weights

llluminated Pushbutton
Pushbutton

Pilot Light

Selector Switch

Key Selector Switch

300V

10A
24V | 120V | 240V
10A | 10A 6A
10A A BA 3A
8A | 2.2A | 1.1A
4A 1 1.1A | 0.55A
5A 5A 3A
5A 3A | 15A
4A | 1.1A .0.55A
2A | 0.55A | 0.27A

Silver .

46g (CW1L-M1E02QH, 2 contact blocks)
45g (CW1B-M1E03, 3 contact blocks)

27g (CW1P-1EQH)

48g ('CW1S-2E03, 3 contact bIocksj

61g (CW1K-2E03, 3 contact blocks)

Specifications

Operating Temperature

Operating Humidity
Storage Temperature
Contact Resistance
Insulation Resistance
Overvoltage Category

Impulse Withstand
Voltage

Pollution Degree
Vibration Resistance

Shack Resistance

Mechanical Life
(minimum operations)

Electrical Life
(minimum operations)

Degree of Protection
(IEC60529)
Short-circuit Protection

Electrical Shack
Protection

Terminal Style
Bezel Material

Applicable Wire Size

Recommended
Tightening Torque

Non-illuminated: —25 to +60°C (no freezing)
LED illuminated: —25 to +55°C (no freezing)

45 t0 85% RH (no condensation)
—40 to +80°C

50 mQ maximum (initial value)

100 MQ minimum (500V DC megger)

I1 (IEC 60664-1)
2.5 kV (IEC60664-1/60947-5-1)
3 (IEC60947-5-1)

Operating extremes: 5 to 55Hz, amplitude 0.5 mm

Operating extremes: 100 m/s?
Damage limits: 1000 m/s?

Pushbutton, illuminated pushbutton: 2,000,000
Selector switch: 250,000
Key selector switch: 250,000

50,000 (see Contact Ratings)
100,000 (see Contact Ratings)

(switching frequency 1800 operations/h)

Panel front:  1P65
Terminals: IP20
Type 4X ratings pending

250V/10A fuse, (Type aM |IEC60269-1, IEC602069-2)

Class Il (IEC61140)

Screw terminal (M3.5 slotted P'hilrlips screw)
Polyamide

Up to 2 wires of 2 mm? (solid wire 21.6)
maximum (AWG14 to 16) (Ring terminal cannot be
used)

1.0t0 1.3N:m
1.2Nm

Terminal:
Locking ring:

Direct Opening of Key Selector Switch

2-position (3NC) 3-position (2NC)

Minimum Operator Torque for Direct

Opening Action

Maximum OperatorAngie

Operator Angle for Direct Opening Action | 90° | 45°
0.2Nm 0.3N-m
|90° |45°



LED Module

Rated Insulation Voltage (Ui) | 250V
Ra rating Volt: |6V AC/DC 12V AC/DC 24V AC/DC 1 100/120V AC 230/240V AC
Operating Ve 6V AC/DC10% 12VAC/DC+10% | 24V AC/DC+10% | 100/120V AC+10% 230/240V AC +/-10%
[ A (amber), G (green), PW (white), R (red), S (blue)
| CW-EAQ2®@ CW-EAQ3®@ CW-EAQ4®@ CW-EAQH® CW-EAOM4@
‘ 15 mA 15 mA 16.5 mA 18 mA 18 mA
Approx. 30,000 hours
R
- @ . e p —4 LED Chip
2 —<— LED Chip 4 —x— Rectifying Diode
g < Rectifying Diode . R _x— Zener Diode
—— Zener Diode -~ Resistor
X2 ——— Resistor x2 |’_C| :‘ — I~ Capacitor
c

1. Specify an illumination color code in place of @ in the part number.

2. Use the white (PW) LED module for yellow illumination.

Mounting Hole Layout

IEC 60947-5-1 compliant

R0.8 max. [ 32%°
s
g
< =
<
o
'
o
n
EnR «
S -
7 \ ’ .
i v
T |71 "
\ 7 \
\\ I’/ \\ /’
1
30

Note: Determine mounting centers to ensure proper spacing.
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Illuminated Pushbuttons

llluminated Pushbuttons (Assembled)

Shape 03:@329 Cor?f?:&?:tti - Black Bezel Metallic Bezel lllum&zt;orécmor
ND CWIL-®1E1002@ CWAL-®1E10020
INC CWIL-®1E0102@ CWAL-®1E01020
6V AC/DC ING-INC  CWIL®1EI1020 CWAL-®1E11020
Round Flush
CWOLOT 2NO CWIL-®1E2002@ CWAL-®1E20020
2NC CWIL-®1E0202@ CWAL-®1E02020
ND CWIL-®@1E1003@ CWAL-®1E1003@
INC CWIL-®1E0103@ CWAL-®1E0103@
12V AC/DC INO-INC  CWIL®1E1103@ CWAL-®1E1103@
2NO CW1L-®1E2003@ CWAL-®1E2003@
INC CWIL-®1E0203@ CW4L-®1E0203@
ND CWIL-®1E1004@ CWAL-®1E1004@ At
INC CWIL-®1E0104® CWAL-®1E0104@ G green
(black bezel) 24V AC/DC INOINC  CWIL-G1E1104@ CWAL-G 111040 EW ‘r’zzne
2NO CWIL-®1E2004@ CWAL-®1E2004@ S bl
NC CWIL-®1E0204® CWAL-®1E0204@ Y yellow
ND CWIL-®1E100H® CWAL-®1E100H®
INC CWIL-®1E010H® CWAL-®1E010H®
100/120V AC INO-INC  CWIL®1E110H® CWAL®1E110H®
) CWIL-®1E200H@ CWAL-®1E200H®
NC CWIL-®1E020H® CWAL-®1E020H®
ND CWIL-®@1E100M4@ CWAL-®1E100M4@
(metallic bezel) INC CWIL-®1E01OM4®@ CWAL-®1E010M4@
230/240V AC INO-INC  CWIL®1E110M4® CWAL-®1E110M4@
) CWIL-®1E200M4@ CWAL-®1E200M4@
2NC CWIL-®1E020M4@ CWAL-®1E020M4@
ND CWIL-®2E1002@ CWAL-®2E10020
INC CWIL-®2E0102@ CWAL-®2E01020
Round Extended 6V AC/DC ING-INC  CWIL®2E11020 CWAL-®2E11020
CwL-02 2NO CW1L-®2E2002@ CWAL-®2E20020
2NC CW1L-®2E0202@ CWAL-®2E02020
ND CW1L-®2E1003@ CWAL-®2E1003@
INC CW1L-®2E0103@ CW4L-®2E0103@
12V AC/DC INO-INC  CWIL®2E1103@ CWAL-®2E1103@
2NO CW1L-®2E2003@ CW4L-®2E2003@
INC CW1L-®2E0203@ CWAL-®2E0203®
ND CWIL-®2E1004@ CWAL-®2E1004@ At
INC CWIL-®2E0104@ CWAL-®2E0104@ G green
[black bezel) 24V AC/DC INO-INC  CWIL-®2E1104@ CWAL-®2E1104@ EW 22'“"
2NO CW1L-®2E2004@ CWAL-®2E2004@ S bl
NC CWIL-®2E0204@ CWAL-®2E0204@ Y yellow
ND CWIL-®2E100H® CWAL-®2E100H®
INC CWIL-®2E010H® CWAL-®2E010H®
100/120V AC INO-INC  CWIL®2E110H® CWAL-®2E110H®
) CWIL-®2E200H@ CWAL-®2E200H@
NC CWIL-®2E020H@ CWAL-®2E020H®
ND CWIL-®2E100M4@ CWAL-®2E100M4@
INC CWIL-®2E010M4@ CWAL-®2E010M4@
(metallic bezel) 230/240V AC INO-TNC CWIL-@2E110M4® CW4L-@2E110M4®
) CWIL-®2E200M4@ CWAL-®2E200M4@
2NC CWIL-®2E020M4@ CWAL-®2E020M4@

. See page 16 for dimensions.
. See next page for replacement LED modules.

S ON =

. Specify an illumination color code in place of @ in the Part Number.
. Specify function code in place of @ in the Part Number. M: momentary, A: maintained

. Adummy block is installed when one contact block is used.



llluminated Pushbhuttons

llluminated Pushbuttons (Sub-assembled)

Contact Block LED Module Mounting Adaptor Operator Lens Completed Unit

e

i O

N

+ =3
Contact Block Operator
Style Contacts 1NO 1NC Style Black Bezel Metallic Bezel
found | cwipmio | cw4B-M10
flush
Momentary
Finger-safe Screw Round
. tefriiia] YW-E10R | YW-ED1 extendad CW1B-M20  |CW4B-M20
found | owig.a10 | cwWaB-A10
flush
Maintained
Dummy block CW-DB found  lowigaon | cwaB-A20
uriysaloe : extended
Lens
LED Module
S Style Part number
Style Part Number
AR found | ovwez 1 11@
s flush
',  |OWEAQQO
4 -
-
fond | owaz-L1zo
1. In place of @, specify the Lens/LED Color Cade from table. extenae
2. In place of @, specify the Voltage Code from table.

1. In place of @, specify the Lens/LED Color Code from table.
Contact Block Mounting Adaptor

Style Part Number @ Lens/LED Color Code @ Voltage Code
Color  Code Voltage Code.
Amber A 6V AC/DC 2

CW-CN Green G 12V AC/DC |3

Red R 20V AC/DC |4
Blue S 100/120¥ AC  |H
White PW 230/240V AC | M4
Yellow Y
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